
ZD ECodice/
Code

♙ B H L L1 D ♙ JCodice/
Code

NCodice/
Codekg/pz mm mm mm mm kg/pz

D0C11S06X08 ¤ [1] 0,40 10 12,0 8 4,0 M6 0,40 D0I11S06X08 J D0Y11S06X08 N
D0C11S06X12 ¤ [1] 0,47 10 16,0 12 4,0 M6 0,47 D0I11S06X12 J D0Y11S06X12 N
D0C11S06X16 ¤ [1] 0,52 10 20,0 16 4,0 M6 0,52 D0I11S06X16 J D0Y11S06X16 N
D0C11S06X20 ¤ [1] 0,61 10 24,0 20 4,0 M6 0,61 D0I11S06X20 J D0Y11S06X20 N
D0C11S08X16 ¤ 1,13 13 21,3 16 5,3 M8 1,13 D0I11S08X16 J D0Y11S08X16 N
D0C11S08X25 ¤ 1,40 13 30,3 25 5,3 M8 1,40 D0I11S08X25 J D0Y11S08X25 N
D0C11S08X70 ¤ 3,04 13 75,3 70 5,3 M8 3,04 D0I11S08X70 J D0Y11S08X70 N
D0C11S10X30 ¤ 2,50 17 36,4 30 6,4 M10 2,50 D0I11S10X30 J D0Y11S10X30 N
D0C11S10X50 ¤ 3,65 17 56,4 50 6,4 M10 3,65 D0I11S10X50 J D0Y11S10X50 N
D0C11S12X30 ¤ 4,10 19 37,5 30 7,5 M12 4,10 D0I11S12X30 J D0Y11S12X30 N
D0C11S12X50 ¤ 5,52 19 57,5 50 7,5 M12 5,52 D0I11S12X50 J D0Y11S12X50 N
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Classe/ Class
D E Z 5.8
J N 70

[1] Non disponibile in versione zincata a caldo / Hot-dip galvanized version not available
¤ Scegli il materiale/ Choose the material


